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HIGH PERFORMANCE AWNING FABRIC

Description:

Weight:
Width:

Surface:

Transparency:
Abrasion Resistance:
Dimensional Stability:

Flexibility:

Flame Resistance:

Mildew Resistance:
Chemical Resistance:
Water Repellency:
Oil Resistance:
Sewability:

Heat Sealability:

Specifications

High Performance PVC Composite core stabilized with
high tenacity yarn.

18 oz. per square yard
62 inches / 157.48 centimeters

Top surface treated with Rain Kleen® for color retention
and prolonged fabric life. *Underside or “reverse” indi-
cated by a small N mark within %" of selvage edge.

Some light color shades offer illumination.
Excellent
Excellent

Excellent in both hot and cold environments

Meets California State Fire Marshall Title 19, NFPA-701
ASTM E84-81A Flame Spread Rating Class A (15)

Excellent
Excellent
Excellent — Water Proof
Excellent
Excellent

Excellent. Can be sealed by hot air weg welder or radio
frequency bar type.
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8-Year Limited Warranty

Herculite Natura® Awning Fabrics are guaranteed for a period of eight (8) years
from date of original installation against rot or excessive deterioration, mildew
stains, excessive loss of strength or color change if they occur in normal use and
exposure, including sunlight and normal atmospheric chemicals. (Some color
change is unavoidable due to ultraviolet rays and chemicals in the atmosphere).

In the unlikely event of failure of fabric during the eight (8) year period from
date of original installation, Herculite Products Inc. will guarantee 100%
replacement of the fabric to the original owner of the awning for the first five (5)
years. Coverage is prorated for the three (3) year remainder of the warranty with
a credit of 1/96th being applied toward the purchase of replacement material for
each month remaining on the warranty. Herculite’s liability will be limited to the
replacement of the fabric only and does not cover labor, installation or
decorations.

This warranty protects you against damage to the fabric accessories used under
normal conditions. It does not cover damage to the fabric from acts of God,
vandalism, neglect or improper use. This warranty requires that the user
implement proper care and maintenance as defined within Natura, Handling
and Maintenance Instructions.

This warranty is in lieu of all warranties expressed or implied, and, Herculite
Products Inc. will not be liable for any consequential or incidental damage. Any
implied warranties imposed by law are limited in time to the duration of the
expressed warranty.

Some states do not allow limitations on how long an implied warranty lasts or
the exclusion or limitation of incidental or consequential damage, so, the above
limitation or exclusion may not apply to you. This warranty gives you specific
legal rights and you may also have other rights which vary from state to state.
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Y High Performance Awning Fabric
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NATURA"

Natura Awning Fabric is a revolutionary new textile featuring the look and feel of woven cloth on
both sides, is completely waterproof, weather-tight and highly fire resistant. This high performance
textile is perfect for commercial awnings and canopies designed to protect people and furnishings
from the sun’s harsh UV rays while providing a natural fabric design element.

® Fire Resistant
* Water Proof
* SPF 50+

e Heat & RF Sealable

e Protective RainKleen |l
Top Coating™

Evergreen NT7711 * The Top Coated side is the intended
face. The underside or “reverse” is
indicated by a small N within 1/2" of
selvage edge.

® Stain & Mildew Resistant
* Dimensionally Stable

* Digitally Printable

* 8 year Warranty

* Made in the USA

Navy Blue NT7747 Cabernet NT7715 Light Grey NT7719




Wheat NT7700 Antique White NT7739 Midnight Blue NT7712 Navajo White NT7797

Burlywood NT7738 Barrel Tile NT7709 Digital White NT7788 Pirate Black NT7745

Abrasion Resistance: Excellent
Dimensional Stability: Excellent
Flexibility: Excellent
Mildew Resistance: Excellent
Chemical Resistance: Excellent
Water Repellency: Excellent
Oil Resistance: Excellent
Sewability: Excellent
Heat Sealability: Excellent

Coastal Blue NT7746

Typical Performance Properties (Average)

Width 62"

Roll Size 50 yd.

Weight 18 (0z./sq yd.)

Break Strength (lbs./in.) W 325 F 325

Tear Strength (Ibs.) W65 F 65

Hydrostatic Burst 500 PSI

Waterproof Yes

Flame Retardant CSFM Title 19, NFPA 701
ASTM E84 Class A, M2

This information is offered for your general guidance and has been obtained by modern
test methods. It is true and accurate to the best of our knowledge at the time of printing.




