VANGUARD

Description:

Weight:
Width:

Surface:

Transparency:
Abrasion Resistance:
Dimensional Stability:
Flexibility:

Flame Resistance:

Mildew Resistance:
Chemical Resistance:
Water Repellency:
Oil Resistance:
Sewability:

Heat Sealability:

YWHERCULITE®
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Specifications

Vinyl laminated on a weft insertion scrim base of high
tenacity filament polyester.

17 oz. per square yard

62 inches / 157.48 centimeters

Top surface treated with Rain Kleen® for color retention
and prolonged fabric life.

Some light color shades offer good illumination.
Excellent

Excellent

Excellent in both hot and cold environments

Meets California State Fire Marshall Title 19, NFPA-701
ASTM E84-81A Flame Spread Rating Class A (15)

Excellent
Excellent
Excellent — Water Proof
Excellent
Excellent

Excellent. Can be sealed by hot air weg welder or radio fre-
quency bar type.
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VANGUARD

Vanguard® Awning Fabrics are guaranteed for a period of eight (8) years from date
of original installation against rot or excessive deterioration, mildew stains,
excessive loss of strength or color change if they occur in normal use and exposure,
including sunlight and normal atmospheric chemicals. (Some color change is
unavoidable due to ultraviolet rays and chemicals in the atmosphere.)

Limited Warranty

In the unlikely event of failure of fabric during the eight (8) year period from date
of original installation, we will supply you, the original owner or the provider of
your protective fabric accessories with replacement fabric at no charge.

This warranty protects you against damage to the fabric accessories used under
normal conditions. It does not cover damage to the fabric from acts of God,
vandalism, neglect or improper use.

This warranty is in lieu of all warranties expressed or implied, and Herculite
Products Inc. will not be liable for any consequential or incidental damage. Any
implied warranties imposed by law are limited in time to the duration of the
expressed warranty.

Some states do not allow limitations on how long an implied warranty lasts or the
exclusion or limitation of incidental or consequential damage, so, the above
limitation or exclusion may not apply to you. This warranty gives you specific legal
rights and you may also have other rights which vary from state to state.

P.O. BOX 435, EMIGSVILLE, PA 17318 USA
(800) 772-0036 (717) 764-1192 FAX (717) 764-5211
www.herculite.com customercare@herculite.com



Y& Architectural Awning Fabric

Weblon

VANGUARD

2984 Colonial Blue
857984

2946 Ocean Blue 2912 Deep Sea Blue 2919 Driftwood 2945 Black
857946 857912 857919 857945

* Width: 62"/1.57 meters

* 17 oz. per sq. yd.

* Superior outdoor pigments ensure prolonged color retention and ultraviolet protection,
stays flexible after extended outdoor use

* Extreme strength and dimensional stability

* Flame Resistant: meets requirements of California State Fire Marshal

* Waterproof, mildew, dirt and stain resistant

* Double surface treatment of Rain Kleen” vinyl compatible acrylic eases maintenance and enhances
fabric life and flexibility

* Easy handling, readily fabricated by standard or electronic welding procedures

* Accepts most forms of graphics

* Reinforcing polyester fabric is wick resistant

* 8 year manufacturer’s limited warranty



2988 Designer White 2985 Pearl White 2939 Ivory 2986 Cream
§57988 857985 857939 857986

2997 Almond 2938 Tan 2900 Sand 2987 Chestnut Brown
857997 857938 857900 857987

2996 Terra Cotta 2909 Rust 2926 Deep Red 2915 Burgundy
857996 857909 857920 857915

2922 Gulf Green 3050 Grass Green 2911 Glade Green
857922 860050 857911



