
XQ5EZ

A

CB

Ø 45 mm / 1.771 in

54 m
m

2.1260 in

60 mm
2.362 in

Ø 29 mm
1.141 in

Torque 
(Nm)

Speed 
(rpm)

Current
(A)

Limit switch
max turns

XQ5EZ1016 10 16 0.90 80
XQ5EZ1521 15 21 1.10 80
XQ5EZ2016 20 16 1.10 80
XQ5EZ2521 25 21 1.60 80
XQ5EZ3016 30 16 1.60 80
XQ5EZ3521 35 21 1.80 80
XQ5EZ4016 40 16 1.80 80

Segment (mm/in)
A B C

567/22.32 18/0.708 34/1.338
567/22.32 18/0.708 34/1.338
618/24.33 18/0.708 34/1.338
618/24.33 18/0.708 34/1.338
618/24.33 18/0.708 34/1.338
618/24.33 18/0.708 34/1.338
618/24.33 18/0.708 34/1.338

SENSE MOTORS WITH INTELLIGENT OBSTACLE DETECTION
WITH BUILT-IN RADIO RECEIVER

For indoor/outdoor use
Easy and accurate limit setting via transmitter
Obstacle detection in down direction and reverse function
Overload cut-off if torque exceeds when raising the shutter
Compatible with all the ranges of Gaposa transmitters
Compatible with climatic sensors
Plug-in cable

Main features Technical details Dimensions

Power Supply 120 V~
Frequency 60 Hz
Standard cable length 2.5 mt/8 ft

Cable 3 conductors
Working temperature 14°F/104°F
Duty rating 45secON/1minOFF
Protection IP44
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